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The following Field Notes describe the Dependent Resurvey of a porticn of
and portions of
Big Cottonwood Mining District Mineral Surveys: Lot 180, M.S. 5581,

the West bcundary, a portion of the Subdivisional Lines,
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T. 2 8., R. 3 E., SaLT Lake MERIDIAN, UTaH

The survey was executed in accordance with the specifications set forth
in the Manual of Surveying Instructions, 1973 and the Special
Instructions for Group No. 970, dated September 26, 2003.

Preliminary to the Dependent Resurvey, the lines of thé original and
prior surveys were retraced and a search was made for all corners and
their calls of record. Identified corners were remonumented in their
criginal positions. Lost corners were reestablished and remonumented at
proporticnate positions based on the official record. The retracement
data was thoroughly verified and only the true line Field Notes are
given therein.

The true meridian direction and length of all lines were determined by
Global Positioning System (GPS) utilizing Real Time Kinematics (RTK)
observations using a Trimble 5700 model receiver.

Project Elevation: 9,000 feet.

Gecdetic control was derived from Globkal Positioning System (GP3)
Static observations, post processed by the National Geodetic Survey,
Online Positioning User Service (CPUS), utilizing Continuously
Operating Reference Stations (CORS) at Salt Lake City (SLCU), Midvale
(MIDV), and Red Butte (RBUT).

The gecgraphic position of the corner of Townships 2 and 3 South and
Ranges 2 and 3 East is as follow:

North American Datum of 1983, NAD, 1983 (1994)
Latitude: 40° 35' 36.0382" North

Longitude: 111° 39 45,3290" West

Elevation: 10,435 feet
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T. 2 5., R. 3 E., SarLT Lake M=rRIDIAN, UTax

Dependent Resurvey cf a Portion of the West Boundary,
Township 2 Scuth, Rangs 3 East
Salt Lake Meridian, Utah

Reestablishment of the Survey executed by A.P. Hansen in 1902,
and the Dependent Resurvey by R. Gentry, et al. in 1938

Beginning at the corner of Townships 2 and 3 South and Ranges 2 and
3 East, monumented with an iron post, 3 inches in diameter, firmly

set, encircled by a mound of stones, 4 ft. base, 1 1/2 ft. high, to
the top of the brass cap marked as described in the official record
of the 1938 Dependent Resurvey: '

T2S
R2E R3E
5 36 s 31
s 1 S 6
T3S
1938

NAD 83, Latitude: 40°35736.0382” N., Longitude: 111°39'45.3290" W.
From which the original 1938 bearing cbject and trees

A distinct chiseled cross (+) on the face of a stationary ledge
reck, 4 ft. high,6 ft. long bears N. 59° E., 57 links distance,
(37.62 ft.). A boulder, 2 ft. X 2 ft., X 2 ft., has slid in
front of the cross.

A spruce, 14 inches in diameter, bears N. 60° 45' E., 3.38 chains
distance, (223.08 ft.), with scribing "31 BT" still clearly
visible.

A spruce, 12 inches in diameter, bears S. 71° E.
{record 2.73°15" E.), 3.31 chains, (218.46 ft.), with scribing
"T3S R3E 36 BT" still clearly visibie.

There are no trees of any type closer. The corner is on a very
steep North facing slope, high up in a natural bowl, about 100 ft.
lower than the saddle in the East-West ridge dividing Big and Little
Cottonwood Canyons. The entirs area is covered with slide rcck which
forms a North and South crease down the center of the bowl. The
crease runs about 20 feet West of the corner.

N. 0° 53.6' W., along the West boundary of T. 2 S., R. 3 E., between
Sections 31 and 36.




CHAINS

(FEET)
2.070
(136.62)

28.560
(1884.986)

34.381
{2269.15)

37.633
(2483.78)

DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDERY
T. 2 5., R. 3 E., SaLT LaKE Meripian, UTaH

The Intersection Point for the 1938 record, on line between Lode
Corners 3 and 4, Imperial No. 3 Lode, Mineral Survey No. 5798,
record S. 72°18' W., 2.810 chains distance, (185.46 ft.), from true
point for Lode Corner No. 4, Not part of this survey,

Not Monumented.

The Point for the 1938 record for intersecting the line between Lode
Corners 3 and 4, Monte Cristo Lode, Mineral Survey No. 3333, record

N. 52° W., 18.340 chains distance, (1210.44 ft.) from Cocrner No. 4,

not part of this survey, Not Monumented.

The Intersecticn Peint on Line between Lode Corners 1 and 2, Leo
Lode, Lot 180, Big Cottonwood Mining District.

Set a Witness Point with a standard B.L.M. aluminum post, 30 inches
leong, 2 1/2 inches in diameter, set firmly, 22 inches in loocse rock
and encircled with a mound of stone, 3 ft. base, 6 inches high, the
post exposed 2 inches below, the 3 1/4 inch diameter aluminum cap
marked:

TZ5
R2E R3E
LOT 180
WP
536 5 31
2003

There are no trees in the area.
Set a new bearing object

A rebar, 18 inches long, 1/2 inch diameter, bears N. 28° 54' E.,
2.587 cheins distance (170.74 ft.).

The True Point for the 1/4 Section Corner of Section 31 only. From
this pecint, the 1/4 Section Corner monument, with a 1938 Generszl
Land Office (G.L.C.) 1 inch diameter galvanized iron post, firmly
set, bears East 1.3 links distance, {0.8%6 ft.) projecting 23 inches
above a mound of stones, 4 ft. base, 1 1/2 ft. high with a 2 1/2
inch diameter brass cap marked:

1/4
531
1938

NAD 83, Latitude: 40°36'00.5670” N., Longitude: 111°39745.8311" W.




CHAINS

(FEET)
39.083
(2579.49)

9.789
(6456.06)

37.855
(2505.03)
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY
T. 285., R. 3 E., SaLT LAKE M=RIDIAN, UTah

The 1/4 Section Corner for Section 36 only, T. 2 S., R. 2 E.,
monumented with a 1938 G.L.0. 1 inch diameter galvanized ircn post,
firmly set, projecting 24 inches above grecund, encircled by a mound
of stones with a 2 1/2 inch diameter brass cap marked:
1/4

536

1938
NAD 83, Latitude: 40°36701.5123” N., Longitude: 111°3%745.8504” W.

Rebuilt mound of stones, 4 ft. base, 2 ft. high, with brass cap now
projecting 6 inches above the mound:

N. 0° 19.8' W., beginning new measurement on line between Sections
31 and 36.

The Intersect Point on line between Lode Corners 3 and 4, Leo Lode,
Lot 180, and the point for the Crossing Closing Corner.

Set an aluminum post, 30 inches lcng, 2 1/2 inches in diameter, 24
inches in the ground, encircled with a mound of stones, 2 ft. base,
to the top of aluminum cap marked:

536 331

ccc

LOT 180
2003

NAD 83, Latitude: 40°36707.8932” N., Longitude: 111°39745,8985" W.

The True Point for the Closing Corner at intersection with the
Section Line between Secticns 30 and 31. The monument for this
Closing Corner, a 1938 G.L.0. 2 inch diameter iron post, bears
S. 89% 35.1' W., 1.3 links distance (0.86 ft.), encircled by a mound
of stones, 3 ft. base, 1 ft. high to the top, with brass cap marked:

728
R2E R3E
S 30 C
s 31 C
1838

NAD 83, Latitude: 40°36’26.25367 N., Longitude: 111°39746.0482”" W.
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY
T. 2S., R. 3 E., SaLT LAKE MERIDIAN, UTaH
CHAINS
(FEET)
38.357 Center Line of abandoned mining road (dirt) bears N. é0° E. and
(2531.58) S. 60° W.

39.793 The Section Corner for Sections 25 and 36 only, T. 2 §., R. 2 E.,
(2626.31) monumented with the 1938 G.L.C. 2 inch diameter galvanized iren
post, firmly set, encircled by a mound of stones, 3 ft. base, 1 ft.
high, tc the top, with the brass cap marked:

T28
RZE R3E
S 25 S 30
S 36
1938

NAD 83, Latitude: 40°36’27.4516” N., Longitude: 111°35746.0461" W.
From which the 1938 bearing trees

A dead balsam bears S§. 11° 45' W., 10 links distance, (5.60 ft.).
(record 5 inch. diam.)

A dead kroken spruce stump bears $. 62° 45' W,, 20 links
distance, (13.20 ft.).

A spruce, 16 inches in diameter, bears N. 18° W., 1.10 chains
distance(72.40 ft.), with a large blaze face not guite healed
over, scribing not visible.

The Dependent Resurvey of a Subdivisional Line,
Township 2 South, Range 3 East, Salt Lake Meridian, Utah

Survey executed by A.P. Hansen, in 1902, and
Dependent Resurvey by R. Gentry, et al. in 1938

From the Section Corner cof Sections 30, 31 and 32, monumented with a
1838 G.L.0. 2 inch diameter iron pipe, firmly set, projecting 19
inches above a large mound of stcnes, 4 ft. base, with the brass cap
marked:
TZ8R | R3E
3 30 5 32
s 31
1938

NAD 83, Latitude: 40°36'26.4081" N., Longitude: 111°38'42.6875" W.

From which the 1938 G.L.0. bearing trees




DEPENDENT RESURVEY OF A SUBDIVISIONAL LINE
T. 2 5., R. 3 E., SaLT LaKE M=RIDIAN, UTal
CHAINS
(FEET)

A dead spruce, 16 inches in diameter, bears S. 65° W., 116 links
distance, (76.56 ft.), scribing "T28 R3E $31 BT" is visible.

A balsam, 13 inches in diameter, bears N. 31° W., 55 links
distance, (36.30 ft.), scribing is visible but not readable.

Rebuilt mound cof stones tc the top of the brass cap.

The corner is on a very steep West facing slope, about 10 ft. West
and 6 ft. below the top of Reed and Benson Ridge, which runs North
and South.

From this corner, the point for the Clesing Corner for Sections 29
and 32, determined from a 1938 G.L.0Q. bearing tree, bears

N. 0° 20.8' W., 1.837 chains distance, (121.24 ft.).

NAD 83, Latitude: 40°36727.60577 N., Longitude: 111°38742.6974” W.
From which the 1938 G.L.0. bearing tree

A spruce, 12 inches in diameter, bears 8. 57° 45' E., 76 links
distance, (50.16 ft.), with scribing "T2S R3E 832 CC" visible.

At the Closing Corner point for Sections 29 and 32

Set a rebar, 18 inches long, 5/8 inch diameter on top of bedrock and
encircled by a mound of stone, 3 ft. base, to the top of the rebar.

From which new bearing cbjects

A rebar, 18 inches long, 5/8 inch diameter, bears $. 41° 16' E.,
92.3 links distance, (60.91 ft.).

A rebar, 18 inches long, 5/8 inch diameter, bears §. 26° 20' E.,
63.8 links distance, {42.12 ft.).

N. 89° 57.4' W., On line between Sections 30 and 31.

11.620 The Intersection Point fer the 1938 record, on line between Lode
(766.92) Corners Z and 3, Revenue Lode, Mineral Survey No. 5582, record
S. 21° 50' F., 17.210 chains distance, (1135.86 ft.), to the point
for Corner No. 2, not part of this survey, Not Monumented.

33.133 Center Line of abandoned Cardiff Fork mining read (rough stone),
(2186.80) bears N. 15° E. and S. 15° W.

33.4%54 The Intersect Point on line between corners 2 and 3, Cardiff Lode,
(2207.97) Mineral Survey No. 6188, Not Monumsnted.

34.193 A dry gulch drains N. 20° W., 1600 feet below the section corner.
(2256.77)
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DEPENDENT RESURVEY OF A SUBDIVISIONAL LINE
T. 2 8., R. 3 E., SaLt Lakg MERIDIAN, UTaH
CHAINS
(FEET)

37.370 The 1/4 Section Corner of Sections 30 and 31, monumented with a
(2466.24) 1938 G.L.0O. iron post, 1 inch in diameter, projecting 24 inches
above ground, bent and leaning to the North-East, but firmly set and
encircled with a mound of stones,4 ft. base, 1 ft. high.

The original stone, with "1/4" chiseled on the North face, is
visible in the mound alongside the ireon post. The 2 1/2 inch
diameter brass cap is marked:

5 30
1/4

s 31
1938

NAD 83, Latitude: 40°36'26.4268” N., Longitude: 111°39’14.6515” W.
From which bear the 1938 bearing trees

A balsam, 18 inches in diameter, 5. 65° E., 40 links distance,
{26.20 ft.), with scribing "31 B" still readable.

A spruce, 24 inches in diameter, N. 43° W., 96 links distance,
(63.00 ft.), with a blazed face.

Drove 20d nails at the base on the front and side of both trees.
from the cerner

The Cardiff Mine tunnel] entrance, now in ruins, bears
N. 21° 00.5' E., 5.67 chains distance, (374.20 ft.). The tunnel,
itself, runs S. 60° E.

The center of tunnel access tower, a steel dome, 4 ft. high, 4
ft. in diameter, on a concrete foundaticn (access to the Cardiff
Mine and the Wasatch Drain Tunnel), bears §. 39° 00.0' E., 2.46
chains distance, (162.10 ft.).

The North-West corner of a concrete foundation, all that remains
of the Cardiff Mine's bunk house {dimensicns 74.20 ft. by 23.8
ft.) bears 8. 21° 54.1'" W., 2.098 chains distance, (138.44 ft.).

8. 89° 35.1' W., becginning new measurement, on line between Sections
30 and 31.

0.758 Top of East cliff of Mill 'D' South Fork. Descend.

(50.00)

1.212. Mill 'D' South Fork (seascnal stream at this location}), in a narrow
(80G.00} canyon, 1is 60 ft. below the tep of the cliffs,




CHAINS
(FEET)
3.687
(243.33)

5.589
{368.87)

16.574
(1093.88)

1%.154
{1264.19)

36.695
{(2421.90)

36.709
(2422.78)
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DEPENDENT RESURVEY OF A SUBDIVISIONAL LINE
T. 2 S., R. 3 E., SaLT Lake MErIDIAN, UtaH

The Intersection Point on Line between Lode Corners 1 and 4, Cardiff
Lode, Mineral Survey No. 6188, Not Monumented.

The Intersection Foint on Line between Lode Corners 9 and 10, No. 1
Ext. of Evarena Lode, Lot 180, and the point for the Crossing
Closing Corner.

Set an aluminum post, 30 inches leng, 2 1/2 inches in diameter, 24
inches in the ground, and encircled with a mound of stones, 2 ft.
base, tc top, with aluminum cap marked:

530

ccc LOT

531 180
2003
NAD 83, Latitude: 40°36'26.4005” N., Longitude: 111°3%9719.4317” W,

The ccrner is on level ground at the crest of a North-West facing
slope.

The Tntersection Point on Line between Lode Corners 11 and 12, No. 1
Ext. Evarena Lode, Lot 180, and the point for the Crossing Closing
Corner.

Set an aluminum post, 30 inches long, 2 1/2 inches in diameter, 24
inches in the ground, and encircled with a mound of stones, 2 ft.
base, to top, with aluminum cap marked:

5 30

CCC LoT
5 3 180
2003

NAD 83, Latitude: 40°36726.3489” N., Longitude: 111°39’28.8265” W.

Center Line of abandoned Cardiff Fork mining road (dirt) bears North
and South.

Intersect the True Point on the West boundary of the Township,
heretcfore described.

The Closing Corner monument for Secticns 30 and 31, heretofore
described.




CHAINS
(FEET)

8.785
(379.80})

i0

DEPENDENT RESURVEY OF A SUBDIVISIONAL LINE
T. 2 8., R. 3 E., SALT LAKE MERIDIAN, UTAH

Dependent Resurvey of Lot 180, Big Cottonwood Mining District
In Unsurveyed Section 36, Township 2 South, Range 2 East,
and Sections 30 and 31
Township 2 Scuth, Range 3 East, Salt Lake Meridian, Utah

Survey executed by J. T. Breckon in 1891.
Partial Dependent Resurvey by R. Gentry, et al. in 1938
Metes and Bounds Survey for the following Mineral Lodes:

A. Lec

B. Baby McKee

c. Ne. 1 Ext. of Evarena
D. Evarena

From Corner 1, Leo Lode, Lot 180, in unsurveyed Section 36, T. 2 8.,
R. 2 E., monumented with an unrecorded chiseled stone found solidly
in place, chiseled on top of the stone:

+
1x1x4
At the corner point

Set a U.S. Forest Service 2 inch diameter brass disc cver the
chiseled cross, with the disc marked:

LoT 180
COR 1

2003
From which an original bearing cbject
A black rock solidly in place bears, S. 15° W., 18.2 links
distance (12.00 ft.}. Its face is chiseled clearly in a pin prick

method and marked:

L 180 pP1
BO

NAD 83, Latitude: 40°35'55.2436" N., Longitude: 111°39'48.3%215" ¥.

N. 53° 13.8' W., on line between Lode Corners 1 and 4, Leo Lode,
Lot 180.

Point for Corner No. 4, Leo Lede, Lot 180D, as determined by Grant
Boundary Adjustment method. There is no remaining evidence of the
original correr.
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DEPENDENT RESURVEY OF LoT 180, Bic COTTONWOOD MINING DISTRICT,
IN UNSURVEYED SECTION 36, T. 2 S., R. 2 E., aND
Secrions 30 anp 31, T. 2 S., R. 3 E.,
SaLT Lake MERIDIAN, UTaH
CHAINS
{FEET)
Set an aluminum pest, 30 inches long, 2 1/2 inches in diameter, 18

inches in the ground, encircled by a mound of stones, 3 ft. base, to
top, with aluminum cap marked:

S 36
COR LOT
4 180

2003

NAD 83, Latitude: 40°35'58.6716" N., Longitude: 111°39'54.93%6" W.

N. 36° 46.2' E., on line betwesn Lode Corners 3 and 4, Leo Lode,
Lot 180.

17.660 Intersect township line at the West boundary of Township 2 South,
(1265.586) Range 3 East, Section 31, at the Crossing Closing Corner, heretofore
described.

21.582 Corner No. 3, Leo Lode, Lot 180, identical with Corner No. 8, Baby
(1424.38) McKee, Lot 180, monumented with a scattered but distinct steone mound
on a steep East slope with probable remains of the two original
bearing trees:

A large rotted stump bears S. 28° E. {(record §. 33° E.),
88.2 links distance, (58.20 ft.).

A clump of balsams growing out of a rotted stump bears S. 57° W.,
1.3%4 chains distance, (92.00 ft.).

At the corner point
Set an aluminum pest, 30 inches long, 2 1/2 inches in diameter,
flush with the ground on the uphill side, encircled with a mound of

stones, 3 ft. base, 2 ft. high on the downhill side to the top, with
3 1/2 inch diameter aluminum cap marked:

5 31 COR 8

Lot
180
COR
3
2003

NAD 83, Latitude: 40°36'02.9408" N., Tongitude: 111°39'34.8%09" W.




CHAINS
(FEET)

23.460
(1548.,33)

1.742
(115.00}
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DEPENDENT RESURVEY oF LoT 18C, Big CoTToNwooh MINING DISTRICT,
IN UNSURVEYED SECTION 36, T. 2 S., R. 2 E., BND
SecTtroNs 30 anp 31, T. 2 S., R. 3 E.,

SaLT LAKE MERIDIAN, UTaH

N. 35° 14.3' E., on line between Lode Corners 7 and 8, Baby McKee
Lode, Lot 180.

Corner Nc. 7, Baby McKee Lode, Lot 180, identical with Corner No.
12, Nec. 1 Ext. of Evarena Lode, Lot 180, monumented with an old
mound of stones, from which probable evidence of the 1938 G.L.O.
bearing tree:

A large rotted stump bears N. 10° W., 17 links distance, (11.5
ft.), Record: (1938 G.L.O. record, a dead spruce, 36 inches in
diameter, bears N. 5° 30" W., 16 links distance)

At the center of the mound of stones

Set a U.S. Forest Service monument, an aluminum post, 30 inches
long, 2 1/2 inches in diameter, 18 inches in the ground and
encircled with a mound of stones, 4 ft. base, to top, with aluminum
cap marked:

s 31 COR 12
COR LOT
7 180
2003

NAD 33, Latitude: 40°36'22.4312" N., Longitude: 111°39'32.3139" W.
From which new bearing trees

A balsam, 10 inches in diameter, bears S. 71° W., 39.4 links
distance, (26.00 ft.).

A balsam, 6 inches in diameter, bears N. 36° W., 18.6 links
distance, (12.30 ft.).

A balsam, 9 inches in diameter, bears N. 11° W., 30.9 links
distance, (20.40 ft.).

All three new bearing trees are base blazed with no scribing and
20d nail driven at the base in the front and on the side.

N. 34° 09.3'" E., on line between Lode Corners 11 and 12, No. 1 Ext.
of Evarena Lode, Lot 180.

Center Line of Lost Creek, a year round stream, 2 ft. wide, course
S. 75° E.




CHAINS

(FEET)
2,258
(149.00)

7.262
(479.32})

8.896
(587.14)

10.972
(724.17)

14.697
{970.00)
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DEPENDENT RESURVEY OfF LoT 180, Big¢ COTTONWOOD MINING DISTRICT,

In UNSURVEYED SecTION 36, T. 2 S., R. 2 E., AND
SecTtioNs 30 awp 31, T. 2 S., R. 3 E.,
SALT LARE MERIDIAN, UTaH

Center Line of abandoned Cardiff Fork mining rcad {(dirt) bears
5.10° E. and N. 10° W.

Intersect the section line between Ssctions 30 and 31 at the
Crossing Closing Corner, heretofore described.

Intersection Point on Line between Lode Corners 3 and 4,
Barnegat Lode No. 5, Mineral Survey 5749,

Set an aiuminum post, 30 inches long, 2 1/2 inches diameter, 24
inches in the ground, and encircled with a mound of stones, 4 ft.
base, to top, with aluminum cap marked:

MS5749
BAR

5
5 30 LOT
180

2003
NAD 83, Latitude: 40°36'27.2301" N., Longitude: 111°397'28.0421" W.

Intersection Point on Line between Lode Corners 1 and 4, Barnegat
Lode No. 3, Mineral Survey No. 5749.

Set an aluminum pest, 30 inches long, 2 1/2 inches in diameter, 22
inches in the ground to bed rock, and encirecled with a mound of
stones, 3 ft. base, 1 feet high to top, with aluminum cap marked:

S 30

BAR 5 LOT
MS5749 180

2003
NAD 83, Latitude: 40°36'28.3501" N., Longitude: 111°3%'27.0450" W.
Corner No.ll, No. 1 Ext. Evarena Lode, identiczal with Corner No. 16,
Evarena Lede, Lot 180, monumented with a scattered mound of stones

from which evidence of probable original bearing trees:

Clump of balsams growing out of a rotied stump bears N. 246 E.,
73 links distance (48.00 ft.).

A rotted stump bears S. 10° E., 51 1/2 links distance
(34.00 £ft.).




CHAINS
(FEET)

22.641
{1494.31)
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DEPENDENT RESURVEY OF LoT 180, BTG COTTONWCOD MINING DISTRICT,
IN UNSURVEYED SECTION 36, T. 2 S., R. 2 E., AND
SEcTroNs 30 anp 31, T. 2 S., R. 3 E.,

SaLT Lake MERIDIAN, UTaH

At the center of mound of stones

Set a U.8. Forest Service aluminum post, 30 inches long, 2 1/2
inches in diameter, 28 inches in the ground, and encircled with a
collar of stone, 2 ft. base, with aluminum cap marked:

5 30 COR 16
COR LOT
11 180
2003

NAD 83, Latitude: 40°36'30.3593" N., Longitude: 111°39'25.2564" W.

From which a bearing tree

A balsam, 35 inches in diameter, bears N. 14° E., 114 links
distance, (75.4 ft), base blazed with no scribing. Drove 20d
nail beneath base blaze at the front and another 20d at the base
on the side of the tree.

N. 30° 41.8' E., on line between Lode Corners 15 and 16, Evarena
Lode, Lot 180.

Point for Corner No, 15, Evarena Lecde, Lot 180, as determined by the
Grant Boundary Adjustment method as based on the recerd bearings and
distances of the 1938 General Land Office Depsndent Resurvey. There
is no remaining evidence of the original corner.

set an aluminum post, 30 inches long, 2 1/2 inches in diameter,
firmly set flush with the ground, and encircled with a mound of

stone, 2 ft. base, to top, 1 ft. high as measured from the downhill
side, with aluminum cap marked:

5 30
m
15 LoT
180

2003

NAD 83, Latitude: 40°36'43.0504™ N., Longitude: 111°39'15,3701" W.

Corner is on a very steep East facing slcpe at the edge of aspen
timber, and at edge of open meadow to the East,




CHATINS
(FEET)

6.462
(426.50)

7.674
(50€.50)
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DEPENDENT RESURVEY OF LoT 180, BIG COTTONWOOD MINING DISTRICT,
1IN UNSURVEYED SECTION 36, T. 2 S., R. 2 E., awp
SeECTIONs 30 mwp 31, T. 2 S., R. 3 E.,

SALT LAKE MERIDIAN, UTaH

8. 47°18.2' E., on line between Lode Corners 14 and 15, Evarena
Lode, Lot 180.

Center Line of Mill 'D' South Fork Creek, a seasonal stream at this
location, course N. 20° E.

Corner No. 14, Evarena Lode, Lot 180, monumented with a wood post 3
ft. long, 4 inches in diameter, no markings visible, in a large
mound of stones from which preobable evidence of the original bearing
tree:

A clump of spruce saplings growing from a rotted stump, bears
S. 87° W., 27.3 links distance, (18.00 ft.}.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches in diameter, 24
inches in the ground, encircled by a mound of stones and dirt, 3 ft.
base, to top, with aluminum cap marked:

LOT COR
180 14 5 30
2003

NAD 83, Latitude: 40°36'39.65801" N., Longitude: 111°39'10.54561" W.
From which new bearing objects

Center of a cut off power pole, 10 inches in diameter, 0.7 ft.
high, bears N. 14° E., 1.121 chains distance, (74.00 ft.).

A balsam, 8 inches in diameter, bears N. 90° E., 15.9 links
distance, (10.50 ft.)}, base blazed with no scribing, with a 20d
nail driven at the base on the front and the side,

A spruce, 30 inches in diameter, bears N. 54° W., 43.8 links
distance, ({(28.90 ft}, with a healed blaze at 3 ft. akove ground.
No new marks made.

Deposited wood post alongside the aluminum post.

From the corner

'Y' intersection of Cardiff Fork road bears N. 58° E., 1.433

chains distance, (95.00 ft.). Center Line of the West fork of the
abandoned Cardiff Fork road bears East, 98.5 links distance,
(65.0 ft.).
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DEPENDENT RESURVEY oF LoT 180, BIc COTTONWOOD MINING DISTRICT,
IN UNSURVEYED SECTICN 36, T. 2 8., R. 2 E., AND
Secrions 30 awp 31, T. 2 S., R. 2 E.,

SaLT LakeE MERIDIAN, UTaH

CHAINS
(FEET)
Center Line of Mill 'D' South Fork Creek bears West, 1.212 chains
distance, (80.00 ft.).
5., 26° 51.7' W., on line between Lode Corners 13 and 14, Evarena
Lode, Lot 18C.
6.9%04 Intersect line between Lode Corners 3 and 4, Cardiff Lode, Mineral

(455.69) Survey No. 6188.

Set an aluminum post, 30 inches long, 2 1/2 inches in diaﬁeter, 24
inches in the ground, and encircled with a mound of stone, 2 ft.
base, to top, with aluminum cap marked:

LoT
5 30
180
M3
6188
2003

NAD 83, Latitude: 40°36'35.6428" N., Longitude: 111°39'13.2141"™ W.

From this corner, the East bank of Mill 'D' South Fork Creek is
North-West 2 ft.

11.725 Center Line Mill ‘D’ South Fork Creek, a seasonal stream at this
(773.84) location, course North.

13.290 Intersection Point on Line between Lode Corners 2 and 3, Ruby Lode,
(877.17) {(Not Patented), Mineral Survey No. 5581,

Set an aluminum post, 30 inches long, 2 1/2 inches in diameter, 26
inches in the ground, with aluminum cap marked:

LOT

180
RUBY
5 5581
2003

NAD 83, Latitude: 40°346'31.9291" N., Lengitude: 111°39'15.6821" W.
From which the following new bearing objects
North-East corner of a concrete foundation pillar, 4 ft. by 3 1/2

ft. by 6 ft. high at the North-East corner of Cardiff Mine QOre
Mill, bears S. 29° E., 5.8 links distance, (3.80 ft.).




CHAINS
(FEET)

13.494
(890.58)

13.692
(903.64)

16.553
{1092.48)

21.976
{1450.42)
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DEPENDENT RESURVEY OF LoT 180, Bic COTTONWOOD MINING DISTRICT,
IN UNSURVEYED SECTION 36, T. 2 S., R. 2 E., &ND
SecrIonNs 30 awp 31, T. 2 S., R. 3 E.,

SaLT LAKE MERIDIAN, UTAH

A balsam, 18 inches in diameter, bears N. 75° W., 85.8 links

distance, (56.60 ft.), a 20d nail driven at the base in the front

for bearing, anocther 2-D nail driven in the base on the side for

distance, with no blazes or scribing.
The corner falls on the West bank of Mill 'D' Scuth Fork Cresk.
Intersect North-West wall of the aforementioned abandoned Cardiff
Mine Ore Mill, from which the North-West corner bears S. 62° 03' W.,
10.70 ft. distance and the North-East corner bears N. 62° 03' E.,
10.30 ft. distance.

Intersect South-West wall of the abandoned Cardiff Mine Ore Mill, a
three story timber frame structure, 31.00 ft. by 21.00 ft., still

standing. From which the North-West corner of the wood structure
bears N. 28°13' W., 7.30 ft. distance and the Scuth-West corner
bears 3. 28° 13' E., 23.70 ft. distance.

Intersection Point on Line between ILode Corners 1 and 4, Cardiff

Lode, Mineral Survey €188, Not Monumented.

Corner Nc. 13, Evarena Lode, Lot 180, identical with Corner No. 10,
No. 1 Ext. of Evarena Lode, Lot 180, monumented with an old wood
post, not original, in a large mound of stones.

At the corner point

2 1/2 inches in diameter, 26
3 ft.

Set an aluminum post, 30 inches long,
inches in the ground, and encircled with a mound of stones,
“base to top, with aluminum cap marked:

R3E
COR
13

T25
LOT
180

COR

10 5 30
2003
Deposited old wood post alongside aluminum post.
NAD 83, Latitude: 40°36'26.8781" N., Longitude: 111°39719.0385" W.

Corner No. is 15 links {10 ft.) West of the crest of a North-West

facing slope.

From this corner, Corner No. 16, Evarena Lode, Lot 180, identical
with Corner No. 11, No. 1 Ext. of Evarena Lode, Lot 180, bears
N. 53° 41.9" W., 9.020 chains distance, (595.33 ft.).




CHAINS
(FEET)

0.865
(57.08)

3.971
{262.11)

15.861
(1046.84)
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DEPENDENT RESURVEY oF LoT 180, BIc COTTONWOOD MINING DISTRICT,
1N UNsSUrRVEYED SEcTION 36, T. 2 5., R. 2 E., AND
Secrronsg 30 2w 31, T. 2 S., R. 3 E.,

SALT LaAKE MERIDIAN, UTRH

8. 32° 05.8' W., on line between Lode Corners 9 and 10, No. 1 Ext.
of Evarena Lode, Lot 180.

Intersect the section iine between Sections 30 and 31, at the
Crossing Closing Corner, heretofore described.

Intersection Pecint on Line between Lode Corners 1 and 4,
Barnegat Lode No. 5, Mineral Survey 5749,

Set an aluminum post, 30 inches long, 2 1/2 inches in diameter,
firmly set, 12 inches in the ground to bed rock, and encircled with
a mound of stones, 4 ft. base, 1 1/2 feet high to top, with aluminum
cap marked:

BAR 5
M35749
2003

NAD 83, Latitude: 40°36'24.6850" N., Longitude: 111°39'20.8435" W.

Corner No. 9, Nc. 1 Ext., of Evarena Lode, Lot 180, identical
with Corner No. 6, Baby McKee Lode, Lect 180, determinad from the
remaining original bearing tree:

A spruce, 28 inches in diameter, bears S. 57° 453" W., 78.8 links
distance, (52.00 ft.), with a healed blaze at 3 ft. above ground.

At the corner peint
Set an aluminum post, 30 inches lecng, 2 1/2 inches in diameter, 24

inches in the ground, and encircled with a collar of stones, 1 1/2
ft. base, to top, with aluminum cap marked:

COR
LoT 9
180 COR 5 31
6
2003

NAD 83, Latitude: 40°36'18.1183%" N., Longitude: 111°39'26.2468" W,

From this corner, Corner No, 7, Baby McKee Lode, Lot 180, identical
with Corner No. 12, No. 1 Ext. of Evarena Lode, Lot 180, bears
N. 46° 59.9/ W., 9.700 chains distance, (640.17 ft.).
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DEPENDENT RESURVEY OF LoT 180, Bic COTTONWCOD MINING DISTRICT,
IN UNSURVEYED SEcTIoN 36, T. 2 S., R. 2 E., anD
SecTIoNs 30 avp 31, T. 2 S., R. 3 E.,

SALT LAKE MERIDIAN, UTaH

CHAINS

(FEET)
S. 37° 25.3' W., on line between Lode Corners 5 and 6, Baby McKes
Lot 180.

7.345 Intersection Point on Line between Lode Corners 1 and 2,

(484.78) Barnegat Lode No. 2, Mineral Survey 5749, Not Monumented.

13.%24 Calculated Intersection Point on Line between Lode Corners 4 and 1,
(219.00) Clyde Lode, Mineral Survey 6548, Not Monumented.

From which Corner No. 1, bears approximately S. 51° 05' E., 3.950
chains distance, (260.70 ft.) based on the record of Mineral Survey
6548, not part of this szurvey.

22.220 Calculated Intersection Point on Line between Lode Corners 3 and 4,
(1466.50) Clyde Lode, Mineral Survey 6548, Not Monumented.

From which Corner No. 3, Clyde Lode Mineral Survey 6548, bears
approximately S. 7° 04' W., 12.964 chains (855.6 +/- ft.) based on
the record of Mineral Survey 6548, not part of this survey.

22.453 Corner No. 5, Baby McKee Lode, Lot 180, identical with Corner No. 2,
(1481.90) Lec Lode, Lot 180, monumented with a remnant of a wood post, from
which:

An original bearing object, a white granite boulder, 3.50 ft. by
5.30 ft. by 2 ft. high, with a slant top bears S. 36° W., B84.9
links distance, (56.00 ft.). The slant top is clearly chiseled,

"L180 P2
BO ™

A probable original bearing object, a white granite boulder, 2
ft. by 4 ft. by 0.8 ft. above ground, bears due North, 7 links
distance, (4.6 £t.), but did not find any markings.

An unrecorded reddish granite boulder, 3.8 ft. by 2.3 ft.
by 0.8 ft., above ground, with a slant top clearly
chiseled:

"X 1x4
B.O. "
bears 3. 29° E., 25.6 links distance, (17.00 ft.) to

the " X ",

At the corner point
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DEPENDENT RESURVEY COF LoT 180, Big COTTONWOOD MINING DISTRICT,
IN UNSURVEYED SECTION 36, T. 2 S., R. 2 E., AND
SecTtIoNs 30 awp 31, T. 2 5., R. 3 E.,
SartT LAKE MERIDIAN, UTAH
CHAINS

(FEET)
Set an aluminum post, 30 inches long, 2 1/2 inches in diameter, on
top of a boulder field, and encircled with a mound of stones, 5 ft.
base, 2 1/2 ft. high to top, with aluminum cap marked:

LOT .
180 COR
5
COR 531
2
2003

NAD 83, Latitude: 40°36'06.4948" N., Longitude: 111°35'37.9161" W.
From which & new bearing cbject

A rebar, 18 inches long, 1/2 inch diameter, 12 inches in the
ground bears W. 18° 34' E., 18.2 links distance, (12.02 ft.)

From this corner, Corner No. 3, Leo Lode Lot 180, identical to
Corner No. 8, Baby Mckee Lode, Lot 180, bears N. 52° 53.1’ W., 8.761
chains distance, (578.21 ft.)

8. 36° 42.4' W., on line between Lode Corners 1 and 2, Leo Lode,
Lot 180.

10.755 Calculated Intersection Point cn Line between Lode Corners 1 and 2,
(712.45) Monte Cristo Lode, Mineral Survey 3333, Not Monumented, from which
Corner No. 1 bears approximately S. 51° 44' E., 21.986 chains
distance, (1451.10 ft.).

15.398 The Witness Point set at the Intersection Point on Line of the West
(1016.29) boundary of Section 31, T. 2 8., R. 3 E., heretofore described.

19.889 Calculated Intersection Point on Line between Lode Corners 3 and 4,
(1312.65) Monte Cristo Lode, Mineral Survey 3333, Not Monumented, from which
Corner No. 3 bears approximately N. 52° W., 0.606 chains distance,
{40.00 ft.) and Corner No. 4, Monte Cristo, bears approximately
8, 52° E., 21.970 chains distahce, (1450.00 ft.)

21.529 Corner Ne. 1, Leo Lede, Lot 180, heretofore described.
{(1420.91)
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DEPENDENT RESURVEY OF LoT 180, Bic CorroNwoon MINING DISTRICT,
IN UNSURVEYED SECTION 36, T. 2 5., R. 2 E., AND
Secrions 30 awp 31, T. 2 S., R. 3 E.,
SaLT LAKE MERIDIAN, UTAH
CHAINS
(FEET)

Dependent Resurvey of Mineral Survey 5581
Township 2 Scuth, Range 3 East, Salt Lake Meridian, Utah

Survey Executed by J.W. Wade in 1906

Metes and Bounds resurvey cf a portion of the feollowing mineral
leodes:

E. Ruby Lode (Not Patented}
F. Ruby Lode No. 3{Not Patented)

From Corner No. 4, Ruby Lode (Not Patented), Mineral Survey 5581,
identical with Corner No.l, Ruby Lode No. 1 {(Not Patented), Mineral
Survey 5581, monumented by an unrecorded 2 inch diameter iron pipe,
firmly set, projecting 7 inches above a concrete ring, 12 inches in
diameter on top of an old mound of stenes. There is nc cap on the
pipe.

This corner is harmoniously related to existing corners and is
accepted as the best evidence of the original corner.

NAD 83, Latitude: 40°36'24,04%6" N., Longitude: 111°3%'03.4423" W.
From which new bearing trees

A balsam, 14 inches in diameter, bears N. 40° E., 21.4 links
distance, (14.10 ft.).

A balsam, €& inches in diameter, bears 5. 29%° E., 13.2 links
distance, (8.70 ft.).

A balsam, 6 inches in diameter, bears N. 46 ° W., 30.9 links
distance, (20.40 ft.).

A1l three bearing trees have a base blaze with no scribing and have
two 20d nails driven in at the base, one at the front for bearing
and one at the side for distance.

From this corner, the 1/4 Section Corner for Secticns 30 and 31
bears N. 74° 27.0" W., 13.603 chains distance, (897.82 ft.),
{Record N. 74° 30' W).

N. 78° 40.2' W., on line between Corners 4 and 1, Ruby Lode (Not
Patented), Mineral Survey 5581.




CHAINS
(FEET)
0.076

(5.00)

9.51%
(628.00)

9.583
(633.16)

10.303
(680.00)

14.803
(977.00)

17.171
(1133.32)
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DEPENDENT RESURVEY OF MINERAL SUrRVEY 5581
T. 2 S., R. 3 E., SaLT LakkE MERIDIEN, UTAH

Center Line of a broad trail, formerly an unimproved rcad to mines
in the area, bears North and South.

Center Line of the abandcned Cardiff Fork mining road, bears
N. 15° E. and 8. 15° W.

Intersection Point on Line betwsen Lode Corners 2 and 3, Cardiff

Lode, Mineral Survey 6188, Not Monumented.

A dry gulch drains N. 5° E.

Center Line of Mill 'D' Scuth Fork Creek, a seasonal stream, course
N. 15° E.

Intersection Point on Line between Lode Corners 1 and 4, Cardiff

Lode, Mineral Survey ©188.

Set an aluminum post, 30 inches long, 2 1/2 inches in diameter, 22
inches in the ground, and encircled with a mound cf stones and dirt,
2 ft. base, 6 inches high, with aluminum cap marked:

/

RUBY
MS 5581

M3
6188
2003

NAD 83, Latitude: 40°36'26.2488" N., Longitude: 111°39'17.8431" W.

Froem which new bearing trees

A balsam, 10 inches in diameter, bears 8. 67° W., 0.605 chains
distance, (32.9%0 ft.).

A balsam, 6 inches in diameter, bears N. 34° W., 0.197 chains
distance, (13.00 ft.).

Both bearing trees have a base blaze with no scribing and two
20d nails driven in at the base, one at the front for bearing and
cne at the side for distance.

From this c¢orner,

Corner No. 1, Ruby Lode (Not Patented), Mineral Survey 5581, bears
N. 78° 40.2' W., 5.563 chains distance, (367.18 ft.), monumented with
an unrecorded 2 inch diameter iron post, projecting 12 inches above
a ring cf concrete, 12 inches in diameter, on top c¢f a low mound of
stones, with 2 3/4 inch diameter brass cap marked:




CHAINS
(FEET)

6.287
(414.84)

7.218
(476.42)

7.803
(315.00)

11.370
(750.43)
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DEPENDENT RESURVEY OF MINERAL SURVEY 5581
T. 2 S., R. 3 E., SaLr Lakg MERIDIAN, UTaH

1, 5581 , R
1646

This corner i1s harmoniously related to existing corners and is
accepted as the best evidence of the original corner.

NAD 83, Latitude: 40°36'26.9€12" N., Longitude: 111°39'22.5088" W.

From Corner No. 2, Ruby Lode, {(Not Patented)} Mineral Survey 5188,
monumented with an unrecorded 2 inch diameter iron pipe, projecting
6 inches above a 12 inch diameter ring of concrete on tcp of an old
mound of stones, with brass cap marked:

2 . 5381 , R
1946

This corner is harmoniocusly related to existing corners and is
accepted as the best evidence cf the original corner.

NAD 83, Latitude: 40°36'32.8524" N., Longitude: 111°39'21.7364" W.

The corner is on an East facing slope at the South edge of a thick
balsam grove with low hanging balsam branches covering the corner.

8. 78° 41.0' E., on line between Lode Corners 2 and 3, Ruby Lode
{(Not Patented), Mineral Survey 5581.

Intersection Point on Line between Lode Corners 1 and 4, Cardiff
Lode, Mineral Survey 6188.

Intersection Point on Line between Lode Corners 13 and 14, Evarena
Lode, Lot 180, monumented with an aluminum post set this survey,
heretofore described.

Center Line ¢f Mill 'D' Scuth Fork Creek, a seasonal stream, drains
North.

Point for Corner No. 1, Ruby Lode No. 3, (Not Patented) Mineral
Survey 5581, at the intersect point with the projected hearing
between Corners No. 1 and 2, Ruby Lode Neo. 4 (Not Patented) Mineral
Survey 5581 hereinafter described. There is no remaining evidence
of the coriginal corner. This area was covered by rocks from an
avalanche.

Set an aluminum post, 30 inches long, 2 1/2 inches in diameter, 24
inches in the ground and encircled with a mound of stones, 3 ft.
base, to top, with aluminum cap marked:



CHAINS
(FEET)

0.278
(18.37)

5.026
(231.74)
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DEPENDENT RESURVEY OF MINERAL SURvEY 5581
T. 2 S., R. 3 E., SaLT Lz&KE MERIDIAN, UTAH

5 30 RUBY 3
COrR 1
MS 5581
RUBY
2003

NAD 83, Latitude: 40°36'31.3980" WN., Longitude: 111°39"12.2000" W.
From which new bearing trees

A balsam, 11 inches in diameter, bears N. 38° E., 72.9% links
distance, (48.10 ft.).

A balsam, 6 inches in diameter, bears S. 45° E., 58.5 links
distance, ({(38.60 ft.).

A balsam, 6 inches in diameter, bears S. 60° W., 31.2 links
distance, (20.60 ft.).

All three bearing trees are base blazed with no scribing and have
two 20d nails driven at the base, one at the front for bearing
and one at the side for distance.

From this point the Cardiff Mine tunnel entrance, now in ruins,
bears S. 19° 39' W., 2.485 chains distance, (164.00 ft.).

Note: There is no remaining evidence of Corner No. 3, Ruby Lode,
{Not Patented) identical with Corner No. 2, Ruby Lode No. 1, (Not
Patented) Mineral Survey 5581. The area falls in an avalanche chute.

From Corner No. 1, Ruby Lode No. 3 (Not Patented), Mineral
Survey 5581.

N. B® 55.4’ E., on line between Lode Corners 1 and 2, Ruby Lode
No. 3, (Not Patented), Mineral Survey 5581.

Center Line of remains of gravel road going to the Cardiff Mine,
bears N.70°E. and S.70°W.

Intersection Point on Line between Lode Corners 3 and 4, Cardiff
Lode, Mineral Survey 6188.

Set an aluminum post, 30 inches long, 2 1/2 inches in diameter, 24
inches in the ground and encircled with a mound of stones, 4 ft.
base, tc tep, with aluminum cap marked:
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DEPENDENT RESURVEY OF MINERAL SURVEY 5581
T. 2 5., R. 3 E., SarLt LaKg MERIDIAN, UTaH

CHAINS
(FEET)
s 30
MS 5581
CARDIFFE RUBY 3
MS 6188 ~—
2003
NAD 83, Latitude: 40°36'34.6348" N., Longitude: 111°356'11.5332™ W.
From which new kearing trees
A balsam, 9 inches in diameter, bears 5, 46° E., 10.9 links
distance, (7.20 ft.).
A balsam, 12 inches in diameter, bears $. 45° W., 27.7 links
distance, (18.30 ft.).
Beth bearing trees are base blazed with no scrikbing and have two
20d nail driven in at the base, one at the front for bearing and
one at the side for distance.
The corner falls on the North edge of balsam timber, and at edge of
open meadow to the North.
8.384 Center Line of West Fork of abandoned Cardiff Fork mining road
(553.37) (dirt) bears N. 50° E and S. 50° W.
9.097 Corner No. 2, Ruby Lode Neo. 3 (Not Patented), identical with Corner
(600.37) No. 1, Ruby Lode No. 4 (Not Patented), Mineral Survey 5581,

monumented with an unrecorded 2 inch diameter iron pipe, projecting
10 inches above a ring of concrete, 12 inches in diameter, on top of
an old mound cf stones, with brass cap marked:

2, 1, 5581
R3 « R4
1346

This corner is harmoniocusly related to existing corners and is
accepted as the best evidence of the original cornerx.

NAD 83, Latitude: 40°36'37.2559" N., Longitude: 111°3%'10.9932" W.

From this corner, Corner No. 14, Evarena Lode, Lot 180, bears
N. 08° 05.0' E., 3.722 chains distance, (245.64 ft.),
(record N. 07°57'E., 244.7 ft. distance).

From this same corner, Corner No. 2, Ruby Lode No. 4, (Not Patented)
Mineral Survey 5581, bears N. 8° 55.4' ., 7.585 chains distance,
(500,63 ft.), monumented with an unrecorded 2 inch diameter iron
pipe, projecting 7 inches above a ring of concrete, 12 inches in
diameter, with brass cap marked:
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DEPENDENT RESURVEY OF MINERAL SURVEY 5581
T. 2 5., R. 3 E., SaALT Lakg MERIDIAN, UTAH

CHAINS
(FEET)
2 . 5581 , R4
1946
NAD 83, Latitude: 40°36'42.1407" N., Longitude: 111°39'09.9868" W.
From this corner, Corner No. 2, Ruby No. 4,
Corner No. 14, Evarena Lode, Lot 180, bears S. 08°* 44.0' W.,
3.864 chains distance, (255.04 ft.). ‘
|
The 'Y' intersection of the abandoned Cardiff Fork mining road
bears §. 11° E., 3.091 chains distance, (204.00 ft.).
Dependent Resurvey of Mineral Survey 57495
Big Cottonwocd Mining District
in Sections 30 and 31
Township 2 South, Range 3 East, Salt Lake Meridian, Utah
Metes and Bounds Survey for the West line of the following mineral
lodes:
G. Barnegat Lode No. 3
H. Barnegat Lode No. 4
I. Barnegat Lode No. 5, and also North line.
From Corner No. 2, Barnegat Lode No. 3 Lode, Mineral Survey 5749,
identical with Corner No. 1, Barnegat Lede No. 2 Lode, Mineral
Survey 5749, monumented with a small mound of stones. This corner
was not remonumented.
NAD 83, Latitude: 40°36'08.2634" N., Longitude: 111°39'31.0366" W.
From this corner the 1/4 Section Corner for Sections 30 and 31,
heretofore described, bears N. 34° 30.6' E., 33.814 chains distance,
{2231.71 ft.).
N. 6° 58.8' E., on line between Lode Corners 2 and 1, Barnegat Lode
No. 3, Mineral Survey 5749.
9.355 Intersecticn Point on Line between Lode Corners 5 and 6, Baby McKee

(617.41) Lode, Lot 180, Not Monumented.

10.594 Corner No. 1, Barnegat Lode No. 3, Mineral Survey 5749, identical
(699.20) with Corner No. 2, Barnegat Lode No. 4, Mineral Survey 5749,
monumented with a low mound of stones, 3 ft. diam. base, from which
an original bearing tree:




CHAINS
(FEET)

0.455
(30.00)

10.565
(697.26}

6.795
(448.47)

8.147
(537.73})

10.565
(697.26)
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DEPENDENT RESURVEY OF MINERAL SURVEY 5749
Bic CoTToNwcOoD MINING DISTRICT
IN SzoTiows 30 awp 31
T. 2 S., R. 3 E., Saur Lake MERIDIAN, UTAH

A spruce, 40 inches in diameter, bears N. 57° E., 60.6 links
distance, {(40.00 ft.), with a healed blaze at 3 ft. above ground.

Corner was Not Remonumented.
NAD 83, Latitude: 40°36'15.1181" N., Longitude: 111°39729.935&" W.

From this corner, a sharp bend in the abandoned Cardiff Fork mining
road is North, approximately 30 ft.

N. 6° 47.7' E., on line between Lode Corners 2 and 1, Barnegat Lode
No. 4, Mineral Survey 5749.

Center Line of abandoned Cardiff Fork mining road bears N.70°E. and
West.

Point for Corner No. 1, Barnegat Lode No. 4, identical with Corner
No. 3, Barnegat Lode No. 5, Mineral Survey 5749, at proportionate
distance. Private land owner would not allow entry. The corner must
be treated as lost until access to the area i1s allowed, Not
Monumented.

N. 6° 47.7' E. On line between Lode Corners 3 and £, RBarnegat Lode
No. 5, Mineral Survey 5749.

Intersect Section Line between Sections 30 and 231, Not Monumented.
Intersection Point on Line between Lode Corners 11 and 12, No. 1
Ext. of Evarena Lode, Lot 180, monumented with an aluminum post set

during this survey.

Corner No. 4, Barnegat Lode No. 5, Mineral Survey 5748, monumented
with an old mound of stones, from which,

An unrecorded rebar, 3/4 inch in diameter, firmly set, bears
N. 58°15' E., 19.1 links distance, (12.61 ft.).

A large rotted stump, a probable original bearing tree, bears
N. 82° E., 56 1/2 links distance, {37.30 ft.}.

At Corner No. 4

Set an aluminum post, 30 inches long, 2 1/2 inches in diameter, 25
inches in the ground, and encircled with a mound of stones, 3 ft.
base, to top, with aluminum cap marked:




CHAINS
(FEET)

1.113
(73.47)

6.052
(399.45)

10.288.

(672.03)
12.030
(794.00)

13.697
(904.03)
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B1c COTTONWOOD MINING DISTRICT
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T28 R3E
S 30

COR
BAR 5
MS 5748

2003

NAD 83, Latitude: 40°36'28.7948" N., Longitude: 111°32'27.7974" W.

Corner is in a grove of balsam trees, 2.3 chains distance, (150 ft.)
East-South-East of the old Cardiff Fork road.

8. 52° 12.5' E., on line between Lode Corners 4 and 1, Barnegat Lode
No. 5, Mineral Survey 5749.

Intersection Point on Line between Lode Corners 11 and 12, No. 1
Ext. of Evarena Lode, Lot 180, monumented with an aluminum post set
during this survey.

Intersect Section Line between Sections 30 and 31, Not Monumented.
Intersection Point on Line between Lode Corners 9 and 10, No. 1 Ext.
of Evarena Lode, Lot 180, monumented with an aluminum post set
during this survey.

Center Line of Mill ‘D’ South Fork Creek, course N. 40° E.

Point for Corner No. 1, Cardiff Lode, Mineral Survey 6188,

monumented with a scattered mound c¢f stone.

The center of this mound is accepted as the best available evidence
of the original corner.

At the center of mound of stones feor Cornsr No. 1
Set an aluminum post, 30 inches long, 2 1/2 inches in diameter,

fiush with the ground, and encircled with a collar of stecne, with
aluminum cap marked:

MS 6188
COR 1

MS 5749
2003
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BIc COTTONWOOD MINING DISTRICT
IN SECTIONS 30 aAamNDp 31
T. 2 S., R. 3 E., SarT Larke MrriDIAN, UTaH
CHATINS
(FEET)

15.015% Center Line of abandoned Cardiff Fork mining road, bears S. 75° E.
(1057.00) and N. 75° W.

22.788 Corner No. 1, Barnegat Lode No. 5, Mineral 5749, identical with
(1504.03) Corner No. 2, Cardiff Lode, Mineral Survey 6188, monumented with an
0ld mound of stones, from which the remains of an original bearing
tree:

A root heole, bears 5. 14° 40' W., 58 links distance, (38.40 ft.),
with a downed tree alongside, 39 inches in diameter, with an open
blaze face with hack marks, but no visible scribing,

At the corner point
Set an aluminum post, 320 inches long, 2 1/2 inches in diameter, 24

inches in the ground, and encircled with a mound of stcones, 3 1/2
ft. base, to top, with aluminum cap marked:

531
COR 1
MS5749
BAR 5

2003

NAD 83, Latitude: 40°36'19.6916" N., Longitude: 111°39'12.3948™ W.

Dependent Resurvey of Mineral Survey 6188
Big Cottonwood Mining District
In Secticns 30 and 31
Township 2 South, Range 3 East, Salt Lake Meridian, Utah

Survey executed by Edward Nissan in 1911

Metes and Bounds Survey for the Exterior Boundaries for the
following Mineral Lode:

J. Cardiff Lode

From Ceorner No. 1, Cardiff Lode, Mineral Survey 6188, hereinbefore
describked.

N. 10° 16.8' E. on line between Lode Corners 4 and 1, Cardiff Lode,
Mineral Survey 6188.




CHAINS
(FEET)

2.680
(176.91)

4.561
(301.04)
4,812

(317.57)

10.4860
(690.33)

13.603
(897.80}

20,150
(1329.21)

21.165
(1396.91)

2.798
(184.69)

3.116
(205.65)

5.617
(370.62)

7.071
(466.689)
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IN SeEcTIons 30 anp 31
T. 2 5., R. 3 E., SaLT Lage MERIDIAN, UTAH

Center Line of Mill ‘D' Scuth Fork Creek, and a seasonal stream.

Intersection Point on Line between Lode Corners 1 and 4, Ruby Lode,
Mineral Survey 5581, monumented with an aluminum post set during
this survey.

Intersect Section Line between Secticons 30 and 31, Not Monumented.

Intersection Pcoint on Line between Lode Corners 13 and 14, Evarena
Lode, Lot 180, Not Monumented.

Intersection Point on Line between Lode Corners 2 and 3, Ruby Lode,
(Net Patented), Mineral Survey 5581, Not Mcnumented.

Center Line of abandoned Cardiff Fork mining road bears $. 10° E.
and N. 10° w.

Corner No. 4, Cardiff lode, Mineral Survey 6188, monumented with a
small old mound of stones. From which Corner No. 14, Evarena Lode,
Lot 180, bears N, 52° 45.6"' E., 3.995 chains distance, (4€61.64 ft.),
(record N. 52° 28' E., 462.00 ft. distance).

Corner No. 4 was Not Remonumented.
NAD 83, Latitude: 40°36'36.8988" N., Longitude: 111°39'15.3086" W.
From the cocrner, the Center Line of West Fork of the abandoned

Cardiff Fork mining road is S. 80° W., 33.3 links distance,
(22.00 ft.). The road bears §. 10° E. and N. 10° W.

S. 51° 48.2' E. on line between Lode Corners 3 and 4, Cardiff Lode,
Mineral Survey 6188.

Center Line of Mill ‘D’ Scouth Fork Creek, a seascnal stream at this

- location.

Intersecticn Point on Line between Lode Corners 13 and 14, Evarena
Lode, Lot 180, monumented with an aluminum post set during this
survey.

Intersection Point on Line between Lode Corners 1 and 2, Ruby Lode

No. 3, Mineral Survey 5581, monumented with an aluminum post set
during this survey.

Center Line of akandoned gravel road going tc the Cardiff Mine,
bears N. 25° E. and §. 25° W,



CHAINS
(FEET)

7.738
(510.69}
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DEPENDENT RESURVEY OF MINERAL SURVEY 6188
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IN SEcTionNs 30 anp 31
T. 2 8., R. 3 E,, SaALT LaKE MERIDI&N, UTAH

Corner No. 3, Cardiff Lode, Mineral Survey 6188, monumented with a
badly rotted squared post, possibly coriginal, in a large mound of
stones, from which an original bearing tree:

A spruce, 20 inches in diameter, bears N. 86° E., 59.1 links
distance, (39.00 ft.}, with scribing "3 88" still wvisible.

At Corner No. 3
Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 24

inches in the grcund, and sncircled with a mound of stone, 3 1/2 ft.
base, 8 inches high, with aluminum cap marked:

COR 3 S 30
M56188
2003
NAD 83, Latitude: 40°36'33.7797" N., Longitude: 111°35'10.1073" W.
From which new bearing trees

A balsam, 6 inches in diameter, bears due North, 18.5 links
distance, {(12.20 ft.).

A balsam, 14 inches in diameter, bears 8. 37° E., 18.9 links
distance, (12.50 ft.).

Both trees are base blazed with no scribing and have 20d nails
driven at the base on the front and on the side.

Deposited wood post alongside the aluminum post.
From which

The Cardiff Mine tunnel entrance (ruins), S. 28° 34’ W., 6.833
chains distance, (451.00 ft.).

The Center Line of abandoned Cardiff Fork road is East 98.5 links
distance, (65.0C ft.).

The rcad bears 8. 10° W. and N. 05° W.

8. 7° 03.3'" W. on line between Lode Corners 2 and 3, Cardiff Lode,
Mineral Survey 6188.



CHAINS

(FEET)
2.716
(179.26)

g.474
(559.26)

11.369
(750.34)

13.141
{867.31)

13.777
(909.26)

14.292
(943.26)

15.095
(896.26)

15.989
(1055.26)

21.171
(1297.26)

21.771
(1437.2¢6)
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DEPENDENT RESURVEY OF MINERAL SURVEY 6188
Bic COTTONWCOOD MINING DISTRICT
IN SeEcTToNs 30 anp 31
T. 2 5., R. 3 E., SaLT Lake MERIDIAN, UTAH

Center Line of abandoned Cardiff Fork mining road bears N. 60° E.
and S. 60° W.
Center Line of abandoned Cardiff Foerk mining road bears S. 45° E.

and N. 20° W,

Intersect Section Line between Section 30 and 31, Not Monumented.

Intersection Point on Line between Lode Corners 1 and 4 Ruby Lode,
Mineral Survey 5581, Neot Meonumented.

Rbandoned Cardiff Fork road coincides with line, bears N. 15° E. and
S. 07° W.

Bbandoned Cardiff Fork road leaves line.

Bead of a dry gulch, drains N. 20° W.

Center Line of abandoned Cardiff Fork mining rcad bears N. 50° E.
and 8. 50° W.
0l1d wagon road (dirt) bears South-Easterly and North-Westerly.

Cardiff lLode, Mineral Survey 6188, identical with
Barnegat Lode No. 5, Mineral Survey 574%2. heretofore

Corner No. 2,
Corner No. 1,
described.
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